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(57) ABSTRACT

One of the embodiments of the invention provides an input-
output calibration method performed by a processing unit
connected to an output device and an input device. The output
device and the input device correspond to an output device
coordinate system and an input device coordinate system,
respectively. The processing unit first derives M calibration
points’ coordinates in the input device coordinate system by
using the input device to sense a viewer specifying the M
calibration points’ positions, wherein M is a positive integer.
Then, the processing unit uses the M calibration points’ coor-
dinates in the output device coordinate system and coordi-
nates in the input device coordinate system to derive the
relationship between the output device coordinate system and
the input device coordinate system.

16 Claims, 5 Drawing Sheets
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1
METHODS FOR INPUT-OUTPUT
CALIBRATION AND IMAGE RENDERING

BACKGROUND

1. Technical Field

The invention relates generally to input-output calibration,
and more particularly, to methods for input-output calibration
and image rendering.

2. Related Art

With an input device and an output device, a processing
unit should be able to facilitate vision-based interaction
between a user and visual content displayed for the user. For
example, the input device can be a camera that captures
images of the user for the processing unit; the output device
can be a display device that display the visual content ren-
dered by the processing unit. The output device can display
the visual content on a screen.

If the spatial relationship between the camera and the
screen is not fixed, the processing unit must first determine
the position of the screen with respect to the camera. A pro-
cess devised for this purpose can be referred to as an input-
output calibration process or a screen-camera calibration pro-
cess. The process is relatively easy if the camera can see the
screen directly. It is more difficult but should be achievable if
the camera can see the screen indirectly through a reflective
surface.

The camera sometimes is placed adjacent to the screen and
facing the user in order to sense all the possible postures,
gestures, or lines of sight, of the user by capturing image(s) of
the user. However, in such a position, the camera may not see
the screen directly or indirectly. Under the circumstances, an
unconventional process is needed to facilitate input-output
calibration.

SUMMARY

The embodiments of the invention provide an input-output
calibration method performed by a processing unit connected
to an output device and an input device. The output device and
the input device correspond to an output device coordinate
system and an input device coordinate system, respectively.
The processing unit first derives M calibration points’ coor-
dinates in the input device coordinate system by using the
input device to sense a viewer specifying the M calibration
points’ positions, wherein M is a positive integer. Then, the
processing unit uses the M calibration points’ coordinates in
the output device coordinate system and coordinates in the
input device coordinate system to derive the relationship
between the output device coordinate system and the input
device coordinate system.

The embodiments of the invention provide another method
performed by a processing unit connected to an output device
and an input device. The output device and the input device
correspond to an output device coordinate system and an
input device coordinate system, respectively. The processing
unit first determines the relationship between the output
device coordinate system and the input device coordinate
system. Then, the processing unit derives spatial information
of'an object with respect to the input device coordinate system
by using the input device to sense the object. Next, the pro-
cessing unit derives spatial information of the object with
respect to the output device coordinate system based on the
spatial information of the object with respect to the input
device coordinate system and the relationship between the
output device coordinate system and the input device coordi-
nate system.
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Other features of the present invention will be apparent
from the accompanying drawings and from the detailed
description which follows.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention is fully illustrated by the subsequent detailed
description and the accompanying drawings.

FIG. 1 shows a schematic diagram of a system according to
an embodiment of the invention.

FIG. 2 shows a simplified flowchart of an input-output
calibration process performed by the processing unit of FIG.
1.

FIG. 3 shows a schematic diagram illustrating how the
processing unit of FIG. 1 can derive three calibration points’
coordinates.

FIG. 4 shows a simplified flowchart of another method
performed by the processing unit of FIG. 1.

FIG. 5 shows a simplified flowchart of still another method
performed by the processing unit of FIG. 1.

DETAILED DESCRIPTION

FIG. 1 shows a schematic diagram of a system 100 accord-
ing to an embodiment of the invention. For example, the
system 100 can be a visual interactive system 100. In this
embodiment, the system 100 includes a processing unit 110,
anoutput device 120, and an input device 130. The processing
unit 110 is connected to the output device 120 through a wired
or wireless connection, and to the input device 130 through
another wired or wireless connection. It is an electronic com-
ponent/device that can process images captured by the input
device 130, and/or render images for the output device 120 to
display.

For example, the processing unit 110 can be realized by a
central processing unit (CPU), a graphics processing unit
(GPU), a visual processing unit (VPU), a desktop computer,
alaptop computer, a tablet computer, a video game console, a
set-top box, an optical disc player, a smart phone, or any other
electronic device/component that has the aforementioned
functions. The input device 130 can be a camera that captures
two-dimensional images, a stereo camera that captures stereo
images to represent three-dimensional scenes, or a depth
camera that captures images in which visual depths of objects
can be determined. The output device 120 can display the
images on a screen 125; the displayed images can be two-
dimensional (i.e. 2D) or three-dimensional (i.e. 3D) images
rendered by the processing unit 110. The screen 125 can be an
integral part or an external part of the output device 120. For
example, the output device 120 and the screen 125 can con-
stitute a television, a computer monitor, or a screen of a
handheld electronic device. As another example, the output
device 120 and the screen 125 can be a projector and a
projection screen, respectively.

The processing unit 110 can facilitate vision-based inter-
action between a user in front of the screen 125 and the visual
content displayed on the screen 125. Specifically, the process-
ing unit 110 can use the input device 130 to capture images of
the user and render images for the output device 120 based on
the captured images of the user. As a result, how the user
appears in the captured images may affect how a visual object
appears in the rendered images. By doing so, the processing
unit 110 can make the user feel like as if he/she is interacting
with the visual object(s) displayed on the screen 125.

Before allowing the user to have vision-based interaction
with the visual content displayed on the screen 125, the pro-
cessing unit 110 can first perform an input-output calibration
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process in order to determine the relationship between an
output device coordinate system of the output device 120 and
an input device coordinate system of the input device 130.
This is because the relationship between the two coordinate
systems may be unknown to the processing unit 110.

Hereinafter, the output device coordinate system and the
input device coordinate system are referred to as “O®” and
“0°,” respectively. The output device 120 displays each pixel
on the screen 125 based on that pixel’s coordinates in O%. For
each point sensed by the input device 130, the processing unit
110 may figure out that point’s coordinates in O°. But because
the input device 130 may be at a position that cannot sense the
screen 125, the processing unit 110 may not know where in O°
the screen 125 is located. As a result, the processing unit 110
needs to derive the relationship between O and O°. For
example, the processing unit 110 can use a coordinate trans-
formation matrix T% from O to OF to represent the relation-
ship. With the coordinate transformation matrix T, the pro-
cessing unit 110 knows where in O° the screen 125 is located.

Specifically, if a point’s position is P¢ in O¢ and P¢ in 07,
then P°=T%xP“. Wherein,

Fuiofi2 fi3s I
e Fa1 F2 F3 Iy
F31 32 F33 I ’
0 0 0 1
P
| ®
P
1
and
P
pio| ]
P
1

Because it can be assumed that the screen 125 is on the z=0
plane of O, P? =0 for those 2D points displayed on the screen
125. Asaresult,r, 5, 155, andr,; are irrelevant in the coordinate
transformation matrix T%. After excluding 1,5, r,s, and 55,
there are 9 unknowns remaining in the coordinate transfor-
mation matrix T%, including r, |, 15, 31, T2, o) s L t,,and
t.

FIG. 2 shows a simplified flowchart of an input-output
calibration process performed by the processing unit 110. At
step 210, the processing unit 110 derives M calibration
points’ coordinates in O° by using the input device 130 to
sense a viewer of the screen 125 specifying the M calibration
points’ positions on the screen 125, wherein M is a positive
integer equal to or larger than three. Although in the following
paragraphs it’s assumed that the viewer is a real person, the
viewer can also be a machine such as a robot. As some
examples, the viewer can specify the calibration points’ posi-
tions on the screen 125 by pointing at the calibration points
using a relatively straight thing such as a finger, a stick, a
baton, or a pen, or by gazing at the points.

In this embodiment, the M calibration points are those that
the processing unit 110 knows or can ascertain their coordi-
nates in O%. For example, any one of the M calibration points
can be a corner point of the images displayed on the screen
125. As another example, any one of the M calibration points
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can be a point displayed within the images. The calibration
points can constitute some points in a calibration pattern, such
as a triangle, displayed on the screen 125, and the processing
unit 110 can control the output device 120 to highlight the M
calibration points in the calibration pattern.

For the sake of simplicity, in the following explanation it is
assumed that M is equal to three and the M calibration points
include calibration points P, P,, and P, displayed on the
screen 125. Furthermore, because it is assumed that the
screen 125 is on the z=0 plane of O%, the z coordinates of these
calibration points in O are zeros.

At step 210, the processing unit 110 can derive two lines in
O° for each of the calibration points P,, P,, and P; by using the
input device 130 to sense the viewer specifying the calibra-
tion point’s position on the screen 125 from two different
positions. For example, the processing unit 110 can use the
input device 130 to capture an image of the viewer pointing at
calibration point P, using a finger from a first position. The
processing unit 110 can then use the fingertip’s position in the
image as a reference point F |, in O° and the finger’s direction

in the image as a vector B, in O°. As another example, the
processing unit 110 can use the input device 130 to capture an
image of the viewer gazing at calibration point P, from the
first position. The processing unit 110 can then the position of
one of the viewer’s eyes in the image as the reference point
F,, in O° and the line of sight of the eye in the image as the

vector D, in O°. The calibration point P, s coordinates P*, in

O° should be equal to F, 1+(B1 1xt;,), wherein P9, and t,, are
still unknown. If the unknowns P¢, and t;, are replaced by
variables P and t, the processing unit 110 can get an equation

pP=F 11+(B1 . xt) that defines a line L., ; in O°. The calibration
point P,’s coordinates P°, in O° should be equal to F, +(

Bllxtll), wherein P°; and t;, are still unknown. If the
unknowns P°, and t,, are replaced by variables P and t, the

processing unit 110 can get an equation P=F, 1+(Bll><t) that
defines aline L,; in O°.

Similarly, the processing unit 110 can use the input device
130 to capture another image of the viewer pointing/gazing at
calibration point P, from a second position. Using the image,
the processing unit 110 can derive a reference point F, , in O°

and a vector D 12 iIn O°. The calibration point P, ’s coordinates

P9, in O° should be equal to F 12+(B1 ,Xt;,), wherein P, and
t,, are still unknown. If the unknowns P¢, andt, , are replaced
by variables P and t, the processing unit 110 can get an

equation P=F,+33,,xt) that defines a line L, , in O°.

Then, the processing unit 110 can use lines L,, and L, , to
derive calibration point P,’s coordinates P, in O°. Please
note that the derived coordinates can represent either an
actual intersection point of lines L,, and L., ,, or a point that is
close (or closest) to both lines L, and L,, if the two lines
misses each other and do not intersect.

Using the similar approach, the processing unit 110 can
derive the coordinates of calibration points P, and P, in O°. As
mentioned above, the processing unit 110 can sense the
viewer pointing/gazing at each of the calibration points P,,
P,, and P, from two different positions. Since there are three
calibration points, the viewer may need to move to up to six
different positions. To make it easier for the viewer, the pro-
cessing unit 110 can let the viewer point/gaze at calibration
points P, P,, and P; one by one when the viewer is at a first
position, and thenderivelines L, ,L.,,, and L5, for calibration
points P, P, and P;, respectively. Next, the processing unit
110 can let the viewer point/gaze at calibration points P, P,,
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and P; one by one when the viewer is at a second position, and
then derive lines L, ,, L,,, and L,, for calibration points P,
P,, and P, respectively. As a result, the viewer only has to be
attwo different positions to assist with step 210. FIG. 3 shows
a schematic diagram illustrating the spatial relationship
between the calibration points and the lines for deriving the
coordinates of the calibration points.

As mentioned above, the processing unit 110 knows or can
ascertain the coordinates P¢,, P%,, and P%, of the calibration
points P, P,, and P, in O% Furthermore, by performing step
210, the processing unit 110 can derive the coordinates P°,,
P¢,, and P¢; of the calibration points P,, P,, and P; in O°.
Then, at step 220, the processing unit 110 uses the coordinates
P9, P%,, and P, in O and the coordinates P, P<,, and P, in
O° to derive the relationship between O and OF. In this
embodiment, the processing unit 110 derives the coordinate
transformation matrix T“ and uses coordinate transformation
matrix T to represent the relationship between O¢ and O°.
Specifically, by substituting the coordinates P?,, P, and P%,
and the coordinates P¢;, P,, and P<; into the matrix equation
of P°=T9°xP?, the processing unit 110 can derive the values of
the 9 unknowns r,,, o, I3y, 2, [0, 32, L, £, and ¢, in the
coordinate transformation matrix T4,

Hereinafter a specific example is provided. In the example,
the calibration points P, and P, are displayed on a horizontal
line on the screen 125, and the calibration points P, and P; are
displayed on a vertical line on the screen 125. In addition, the
coordinates P?|, P%,, and P%, and the coordinates P, P,, and
P, are as follows:
lez(pszs pjyli 0)

Po=(p" 11 payls 0)
Pdsz(dels Py 0)
P =010 P71p0 P12
P%=(p"ss Pczys p%.)
P=(030 P 330 D2

By substituting these coordinates into the matrix equation
of P=T%%P<, the processing unit 110 can get nine algebraic
equations:

Pe=(ry 1Xpdx2)+(’1le7dy1)+lx
P 1Xpdx2)+(’2le7dy1)+ly
pclz:(r.’:lxpdx2)+(r32xpdyl)+lz
D=y 1Xpdx1)+(’12Xde1)+lx
P~ (s 1Xpdx1)+(’22Xde1)+ly
pc2z:(r3lxpdxl)+(r32xpdyl)+lz
D3y 1Xpdx1)+(’12Xde2)+lx
P~y 0%y )+(V22Xde2)+ly

Pcsz:(rslXpdxl)"'(VszXdez)"'lz

With these 9 algebraic equations, the processing unit 110
can ascertain the values of the 9 unknowns ry,, 15, 5, ¥y 5, Fas,
I35, b, 1, and t, as follows:

X9

PO 1P 2 (0P )
& 21:(Pcly—1762y)/ (dez—del)
3= 17052 0% )
7125030 20/ (dez—del)

& 22:(1763y—1762y)/ (dez—del)
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132~ (030 %2.)) (dez—del)
L= 3 (7 1Xpdx1)—(V12Xde2)
L,=p 3,7 1Xpdx1)—(V22Xde2)

L=p% 3~ (ry )~ (7 32><de2)

Once these 9 unknowns of the coordinate transformation
matrix T are determined, the processing unit 110 has ascer-
tained the relationship between O and O¢. In other words, the
processing unit 110 has completed the input-output calibra-
tion process and can then use the relationship to facilitate
vision-based interaction between a user and the visual content
displayed on the screen 125.

The input-output calibration process explained above can
work even when the input device 130 does cannot sense the
screen 125 directly or indirectly through a reflective surface.
Because the input device 130 needs not be placed at a position
where it can see the screen 125, the input device 130 can to be
placed at a superior or even optimum position for sensing the
user and hence can have fewer blind spots in sensing the user.

FIG. 4 shows a simplified flowchart of a method performed
by the processing unit 110 of FIG. 1. First, at step 410, the
processing unit 110 determines the relationship between O¢
and O° by performing an input-output calibration process. For
example, the input-output calibration process can be the one
shown in FIG. 2 and explained above, or be any other process
that can help the processing unit 110 determine the relation-
ship between O and O°. Since the coordinate transformation
matrix T% from O to O° can represent the relationship
between O and O, at step 410 the processing unit 110 can try
to derive the coordinate transformation matrix T%.

Then, at step 420, the processing unit 110 derives an
object’s spatial information with respect to O° by using the
input device 130 to sense the object. The input device 130 can
do so by capturing image(s) of the object. For example, the
object can be a part of a user’s body, such as the user’s head,
eye, hand, finger, or leg. The object’s spatial information with
respect to O° may indicate where and in what orientation the
object appears in O°. Specifically, by using the input device
130 to capture images of the object, the processing unit 110
can determine some coordinates in O° that represent the
object’s location, orientation, or moving path with respect to
o.

Next, at step 430, the processing unit 110 derives the
object’s spatial information with respect to O based on the
relationship between O and O° determined at step 410 and
the object’s spatial information with respect to O°. The
object’s spatial information with respect to O may indicate
where and in what orientation the object appears in O7.

The processing unit 110 can perform step 430 by either
transforming some coordinates (which may be related to the
object sensed at step 420) in O° into coordinates in O%, or by
transforming some coordinates (which may be related to a
visual object to be displayed by the output device 120) in O¢
into coordinates in O°. In effect, the transformation may allow
the processing unit 110 to ascertain the spatial relationship
between the sensed object and the visual object to be dis-
played.

For example, the spatial information of the user’s head
with respect to O7 may indicate how far the user’s head is
away from the screen 125, or from what angle or distance the
user is viewing the screen 125. As another example, the pro-
cessing unit 110 can use the spatial information of the user’s
hand with respect to O to recognize the user’s gestures, such
as apush gesture made toward a visual object displayed on the
screen 125. As still another example, the processing unit 110
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can use the spatial information of the user’s body part with
respect to O to track the position or orientation of the body
part with respect to the screen 125.

FIG. 5 shows a simplified flowchart of another method
performed by the processing unit 110 of FIG. 1. This flow-
chart is different from the one shown in FIG. 4 in that the
flowchart of FIG. 5 further includes a step 540. In addition,
the processing unit 110 can perform steps 420, 430, and 540
iteratively.

At step 540, the processing unit 110 renders images for the
output device 120 based on the spatial information of the
object with respect to O%. The output device 120 then displays
the rendered images on the screen 125. Because of this step,
the spatial relationship between the object and the screen 125
can affect the way the processing unit 110 renders scene files
into images for the output device 120. For example, at this
step, the processing unit 110 can change the orientation,
position, or moving path of a visual object displayed on the
screen 125 in response to the change of the spatial relation-
ship between the screen 125 and the object sensed by the input
device 130 at step 420.

The process shown in FIG. 5 has broad potential applica-
tions. For example, with this process, the processing unit 110
can allow the user to interact with the visual content displayed
on the screen 125. Hereinafter a few examples will be pro-
vided. As a first example, the processing unit 110 can detect
the user’s gestures (such as push gestures) at step 430 and
then render images based on the detected gestures at step 540.
By doing so, the processing unit 110 can make the user feel
like as if he/she is manipulating a touch screen remotely even
if the user’s hand never really reaches the screen 125.

As a second example, the processing unit 110 can track the
direction/distance from which the user is viewing the screen
125 at step 430 and then render images accordingly at step
540. By doing so, the processing unit 110 can realized the so
called “Head-Coupled Perspective” (HCP) or “Head-
Coupled Stereo” for the user.

As a third example, the processing unit 110 can track the
user’s gestures at step 430 and accordingly change the loca-
tion/orientation of a 3D objects displayed at step 540. By
doing so, the processing unit 110 can make the user feel like
as if he/she is manipulating the 3D object directly.

As a fourth example, the processing unit 110 can use steps
420, 430, and 540 to make the user feel like as if he/she is
trying to catch/dodge a displayed 3D object (such as a virtual
dart), or trying to throw an imagined object (such as an imag-
ined dart) to hit a displayed 3D object (such as a virtual flying
disk). This can be a video-game related application.

In the foregoing detailed description, the invention has
been described with reference to specific exemplary embodi-
ments thereof. It will be evident that various modifications
may be made thereto without departing from the spirit and
scope of the invention as set forth in the following claims. The
detailed description and drawings are, accordingly, to be
regarded in an illustrative sense rather than a restrictive sense.

What is claimed is:

1. An input-output calibration method performed by a pro-
cessing unit connected to an output device and an input
device, wherein the output device and the input device corre-
spond to an output device coordinate system and an input
device coordinate system, respectively, the method compris-
ing:

using the input device to derive a plurality of lines in the

input device coordinate system for M calibration points
by sensing a viewer specifying the M calibration points’
positions, wherein the plurality of lines are between the

10

20

25

30

35

40

45

50

55

60

65

8

M calibration points and the viewer’s different posi-
tions, and M is a positive integer equal to or larger than
three;

deriving the M calibration points’ coordinates in the input

device coordinate system according to the plurality of
lines; and

using the M calibration points’ coordinates in the output

device coordinate system and coordinates in the input
device coordinate system to derive the relationship
between the output device coordinate system and the
input device coordinate system.

2. The method of claim 1, wherein for each of the M
calibration points, the step of deriving the calibration point’s
coordinates in the input device coordinate system comprises:

deriving two lines in the input device coordinate system for

the calibration point by using the input device to sense
the viewer specifying the calibration point’s position
from two different positions; and

using the two lines to derive the calibration point’s coor-

dinates in the input device coordinate system.

3. The method of claim 2, wherein the step of deriving the
two lines in the input device coordinate system for the cali-
bration point comprises:

deriving a first reference point and a first vector in the input

device coordinate system by using the input device to
sense the viewer pointing at the calibration point from
one of the two different positions; and

deriving a second reference point and a second vector in the

input device coordinate system by using the input device
to sense the viewer pointing at the calibration point from
the other of the two different positions;

wherein the first reference point and the first vector define

one of the two lines for the calibration point and the
second reference point and the second vector define the
other of the two lines for the calibration point.

4. The method of claim 2, wherein the step of deriving the
two lines in the input device coordinate system for the cali-
bration point comprises:

deriving a first reference point and a first vector in the input

device coordinate system by using the input device to
sense the viewer gazing at the calibration point from one
of the two different positions; and

deriving a second reference point and a second vector in the

input device coordinate system by using the input device
to sense the viewer gazing at the calibration point from
the other of the two different positions;

wherein the first reference point and the first vector define

one of the two lines for the calibration point and the
second reference point and the second vector define the
other of the two lines for the calibration point.

5. The method of claim 1, wherein the processing unit uses
a coordinate transformation matrix to represent the relation-
ship between the output device coordinate system and the
input device coordinate system.

6. A method performed by a processing unit connected to
an output device and an input device, wherein the output
device and the input device correspond to an output device
coordinate system and an input device coordinate system,
respectively, the method comprising:

determining the relationship between the output device

coordinate system and the input device coordinate sys-
tem, wherein the step of determining the relationship
between the output device coordinate system and the
input device coordinate system comprises: using the
input device to derive a plurality of lines in the input
device coordinate system for M calibration points by
sensing a viewer specifying the M calibration points’
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positions, wherein the plurality of lines are between the
M calibration points and the viewer’s different posi-
tions, and M is a positive integer equal to or larger than
three; deriving the M calibration points’ coordinates in
the input device coordinate system according to the plu-
rality of lines; and using the M calibration points’ coor-
dinates in the output device coordinate system and coor-
dinates in the input device coordinate system to derive
the relationship between the output device coordinate
system and the input device coordinate system;

deriving an object’s spatial information with respect to the
input device coordinate system by using the input device
to sense the object; and

deriving the object’s spatial information with respect to the

output device coordinate system based on the spatial
information of the object with respect to the input device
coordinate system and the relationship between the out-
put device coordinate system and the input device coor-
dinate system.

7. The method of claim 6, wherein for each of the M
calibration points, the step of deriving the calibration point’s
coordinates in the input device coordinate system comprises:

deriving two lines in the input device coordinate system for

the calibration point by using the input device to sense
the viewer specifying the calibration point’s position
from two different positions; and

using the two lines to derive the calibration point’s coor-

dinates in the input device coordinate system.

8. The method of claim 7, wherein the step of deriving the
two lines in the input device coordinate system for the cali-
bration point comprises:

deriving a first reference point and a first vector in the input

device coordinate system by using the input device to
sense the viewer pointing at the calibration point from
one of the two different positions; and

deriving a second reference point and a second vector in the

input device coordinate system by using the input device
to sense the viewer pointing at the calibration point from
the other of the two different positions;

wherein the first reference point and the first vector define

one of the two lines for the calibration point and the
second reference point and the second vector define the
other of the two lines for the calibration point.

9. The method of claim 7, wherein the step of deriving the
two lines in the input device coordinate system for the cali-
bration point comprises:

deriving a first reference point and a first vector in the input

device coordinate system by using the input device to
sense the viewer gazing at the calibration point from one
of'the two different positions; and

deriving a second reference point and a second vector in the

input device coordinate system by using the input device
to sense the viewer gazing at the calibration point from
the other of the two different positions;
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wherein the first reference point and the first vector define
one of the two lines for the calibration point and the
second reference point and the second vector define the
other of the two lines for the calibration point.

10. The method of claim 6, wherein the processing unit
uses a coordinate transformation matrix to represent the rela-
tionship between the output device coordinate system and the
input device coordinate system.

11. The method of claim 6, wherein the object comprises a
user’s hand, and the step of detecting the object’s spatial
information with respect to the output device coordinate sys-
tem comprises:

detecting the user’s gesture with respect to the output

device coordinate system based on the spatial informa-
tion of the object with respect to the input device coor-
dinate system and the relationship between the output
device coordinate system and the input device coordi-
nate system.

12. The method of claim 11, wherein the user’s gesture
comprises a push gesture made by the user toward a screen of
the output device.

13. The method of claim 6, wherein the object comprises a
user’s head, and the step of detecting the object’s spatial
information with respect to the output device coordinate sys-
tem comprises:

tracking the angle or distance from which the user is view-

ing a screen of the output device based on the spatial
information of the object with respect to the input device
coordinate system and the relationship between the out-
put device coordinate system and the input device coor-
dinate system.

14. The method of claim 6, wherein the step of detecting
the object’s spatial information with respect to the output
device coordinate system comprises:

tracking the object’s orientation, location, or movement

with respect to the output device coordinate system
based on the spatial information of the object with
respect to the input device coordinate system and the
relationship between the output device coordinate sys-
tem and the input device coordinate system.

15. The method of claim 6, further comprising:

rendering images for the output device based on the

object’s spatial information with respect to the output
device coordinate system.

16. The method of claim 15, wherein the step of rendering
the images for the output device based on the object’s spatial
information with respect to the output device coordinate sys-
tem comprises:

determining the orientation, position, or moving path of a

visual object in the images based on the object’s spatial
information with respect to the output device coordinate
system.



